	Technische Daten Lautsprecherboxen
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	 System
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	Kompakt-Line-Array 
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	 Tieftöner
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	2 x 20cm (8") 
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	 Mitteltöner
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	8 x 10cm (4") 
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	 Hochtöner
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	4 x Magnetostat 

	[image: image9.png]




	 Maximale Leistung
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	1000WMAX 
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	 Nennleistung
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	700WRMS (350W + 350W) 
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	 Frequenzbereich
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	50-25000Hz 
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	 Mittl. Schalldruck (1W/1m)
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	98dB 
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	 Max. Nennschalldruck
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	121dB 
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	 Abstrahlwinkel
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	Hor. 120°, vert. 30°-90° var. 
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	   Line
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	XLR-Buchse, 1-10V/30kΩ 
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	   Speaker (Sat)
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	SPEAKON 

	[image: image25.png]




	   Line
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	XLR par. out 
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	   Speaker (Sub)
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	SPEAKON 
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	   Speaker (Sat)
	[image: image30.png]



	SPEAKON par. out 
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	 Zul. Einsatztemperatur
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	0-40 °C 
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	 Rauschabstand
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	80dB 
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	 Klirrfaktor
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	< 0,1% 
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	 Stromversorgung
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	230˜/50Hz/1400VA 
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	 Abmessungen Array
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	495x850x610mm 
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	 Gewicht
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	51kg 
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	 Besonderheit
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	Schnittstelle zur DSP-Programmierung, 

extrem einfach zu handhabende und gleichzeitig 

leistungsfähige Software im Lieferumfang 
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